
  

 Preserving values . 

Structure with Kebulen - Fo il PE 0 .40 

• Kebutyl - Primer K III  

• 2 layers Kebulen - Tape 1 .5   

   (1 wrap with 50 % overlap)  

• 2 layers Kebulen - Foil PE 0 .40 

   (1 wrap with 50 % overlap)  
PE - F oil  (outer layer)  
    Adhesive  

 

 

 

 

 

 

  

 

  

 
 

 

 

 

 

 

 

 

 

 

  

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 Length of roll  

[m]  

Width of roll  

[mm]  

Ro lls per box  

[- ] 

Inhalt pro Karton  

[m 2] 

Kebulen - Tape  1.5 

10 30 9 2.70 

10 50 6 3.00 

10 100 3 3.00 

5 30 14 2.10 

5 50 8 2.00 

Kebulen - F oil  PE 0 .40 

(in black or yellow ) 

10 30 12 3.60 

10 50 8 4.00 

10 100 4 4.00 

Kebulen - F oil  PE 0 .25 

(in black or yellow ) 

15 30 12 5.40 

15 50 8 6.00 

15 100 4 6.00 

COATING  

 

The  Kebutyl System B 30 is compatible with factory coatings made of PE, PP, epoxy resin, PU and bitumen. It is suitable for the 

coating of steel pipelines, pipe fittings and for post - coating in the area of the weld seam, the coating of which is specified in DIN 

30672- 2, Table 2.  

FORMS OF DELIVERY  

 

Kebu tyl - System B30  
PRODUCT DATA SHEET  

 

• Outstanding corrosion protection  

• Completely welded  

• Impermeable to water and oxygen  

• Easy to process  

The Kebutyl System B 30  is a cold - applied 

two- tape corrosion protection system in 

accordance with DIN EN 12068 and DIN 

30672. It is made up of the following  

adhesion - promoting Kebutyl primer K III , the 

Kebulen - Tape 1.5  (inner layer) and the 

Kebulen - F oil  PE 0.40  or alternatively the 

Kebulen - F oil  PE 0.25  (outer layer).  

 
 

Kebutyl System B  30 meets the requirements of load class B at a continuous 

operating temperature of 30 °C.  

The Kebulen - Tape 1.5 welds into a homogeneous layer in the overlap area and 

forms a continuous tube. High plasticity and sufficient material thickness enable 

cavity - free wrapping even on complicated molded parts.  

The Kebulen - Foil PE 0.40 or Kebulen - Foil P E 0.25 foils  provide  additionally  

mechanical  protection.  

 

Structure with Kebulen - Fo il  PE 0 .25 

• Kebutyl - Primer K III  

• 2 layers Kebulen - Tape 1 .5  

   (1 wrap with 50 % overlap)  

• 3 layers Kebulen - Foil  PE 0 .25  

   (1 wrap with 50 % overlap + 1 wrap    

   with at least  10 % overlap ) 

 

 

Butyl  rubber  

 Kebulen - Tape  1.5 
(Inner layer ) 

 



  

 
Kebulin - Gesellschaft Kettler GmbH & Co. KG  
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Property  Unit  Kebulen - Tape  1.5 

typi cal values  

Kebulen - F oil  PE 0 .25 

typi cal values  

Kebulen - F oil  PE 0,40  

typi cal values  
Test standard  

Backing: colour, thickness  - , mm  -  black  or yellow , ≈ 0.2 black or yellow , ≈ 0.3 -  

Coating  -  butyl coating  rubber coating  rubber coating  -  

Coating  

colour , thickness  

 

- , mm  

 

grey  ≥ 1.5 

 

black  ≥ 0.06 

 

B lack  ≥ 0.1 

 

-  

Total thickness  mm  ≈ 1 .5 ≈ 0.26 ≈ 0.4 -  

E longation at break  %  

%  

-  

-  

≥ 560 

≥ 590 

≥ 530 

≥ 600 

DIN EN 12068  

ASTM D 1000  

Tensile strengh  N/mm  -  

-  

≥ 4.2 

≥ 21 

≥ 6,5 

≥ 23 

DIN EN 12068  

ASTM D 1000  

Water absorption  %  ≤ 0.05 ≤ 0.05 ≤ 0.05 
DIN EN ISO 62  

ASTM D 570  

Property  Unit  Typi cal values  Standard  

Impact restistance  J  

J/mm  

≥ 19 

≥ 5.5 

DIN EN 12068  

ISO 21809 - 3 

Indentation resistance  

 pressure  

 residual layer thickness  

 

N/mm 2 

mm  

23 °C  

10 

≥ 1.16  

 

DIN EN 12068  

ISO 21809 - 3 

Specific electrical insulation  

resistance R S1000 
Ω m² ≥1012 DIN EN 12068  

Peel strength  

-  on pipe surface at 10 mm/min  

-  on factory coating at 10 mm/min  

 

-  outer to inner tape at 100 mm/min  

-  outer to inner tape at 300 mm/min  

 

-  after 28 d in water (50°C)  

 -  on pipe surface  

 -  on factory coating  

 

-  tape / tape at 100 mm/min  

 -  Kebulen -Tape  1.5  

 -  Kebulen -F oil  PE 0 .40 

 

N/mm  

N/mm  

 

N/mm  

N/mm  

 

 

N/mm  

N/mm  

23 °C  

≥ 3.0 

≥ 3.7 

 

≥ 3.5 

≥ 4.0 

 

 

≥ 3.0 

≥ 0.2 

 

DIN EN 12068 / ISO 21809 - 3 

DIN EN 12068 / ISO 21809 - 3 

 

DIN EN 12068  

ASTM D 1000  

 

 

DIN EN 12068 / ISO 21809 - 3 

DIN EN 12068 / ISO 21809 - 3 

Cathodic disbondment, 28 days   

mm  

23 °C  

≤ 6 

 

DIN EN 12068 / ISO 21809 - 3 

Lap shear strength at 10mm/min  

-  to pipe surface  

-  to PE/PP - factory coating  

 

N/mm² 

N/mm² 

23 °C  

≥ 0.05 

≥ 0.05 

 

DIN EN 12068 / ISO 21809 - 3 

DIN EN 12068 / ISO 21809 - 3 

Kebu tyl - System B 30   
PROD UCT DATA SHEET  

Properties of KEBUTYL - SYSTEM B 30 tape  

Properties of KEBUTYL - SYSTEM B 30  

 

Supplementary products  

 

Kebutyl putty : permanently plastic, non - hardening, can be shaped by hand, for repairing damaged areas and for filling areas at 

risk of hollow spaces  in conjunction with Kebutyl systems and Kebulen tapes.  

Kebu rock shields : Additional mechanical protection for secondary coatings, buried pipes and containers.  

KEBUmat devices : For processing Kebutyl systems and Kebulen tapes.  

The information given in this publication is based on our knowledge and experience. The hints and instructions for use given therein have been compiled to the best of our knowledge on the basis of our 

tests and experience. Best results will be obtained if our products are used in a proper and expert way. Any protected rights and existing laws and regulations must be complied wit h the recipient. In all 

other respects our general terms and conditions shall apply.  

--  Rev.: 0 1_19.05.2025 --  


