Kebudur GRP Reinforcement

PRODUCT DATA SHEET

» High mechanical strength

» Continuous operating temperatures up
to + 100 °C

e UV-curing

* One-component resin

Kebudur GRP Reinforcement is a UV-curing
mechanical reinforcement of existing
coatings, e.g., factory coatings. The
reinforcement consists of the one-
component Kebudur HT resin, fiber glass
and polyester fleece. Main areas of
application are trenchless installation, soil-
air areas and overhead pipelines.

Kebudur GRP Reinforcementisapplied in several layers. First, the prepared component
is coated with the Kebudur HT resin and the first layerof fiber glass is wrapped in the
resin with a 50% overlap. Then the fiber glass is impregnated with the Kebudur HT
resin. An approximate layer thickness of 0.5 mm is achieved per layer. This process is
repeated until the desired layerthicknessis achieved. Then a polyester fleece with 50%
overlap is wrapped and the reinforcement is soaked one last time.

Finally, the post-wrap must be completely cured with UV lamps.

Kebudur GRP Reinforcement is compatible with PE and PP factory coatings. It is
suitable for the coating of pipelines, pipe fittings aswell as for coating in the area of the
weld seam. For steel surfaces, additional corrosion protection on the pipe surface is
required (fleece or corrosion protection tape).

Forms of delivery

‘ ‘ Roll length [m] ‘ Roll width [mm] Content [kg]
Kebudur HT resin - - 10
Fiber glass (~ 580 g/cm’) 40 100 -
Polyester fleece (~ 40 g/cm’) 100 100 -
. . . . 20 290 -
Stretch-Foil (Protection against moisture]
I 300 500 -
Other dimensions on request
Technical data
Property Unit Typical value Test method
Hardness Shore D 270 ASTM D2240
Adhesion strength to steel after 28d.
Hot water storage at 80 °C MPa 27 1SO 21809-3
Adhesion strength to factory coating after 28d. PE PP .
Hot water storage at 80 °C MPa 22 22 SO 21809-3
e : : : 23°C 80 °C
Specific electrical coating resistance R.w 0m 5y 10° 8x 10° ISO 21809-3
Shear resistance on factory coating at 23 °C N/cm’ > 160 DIN EN 12068 /1SO 21809-3

The information given in this publication is based on our knowledge and experience. The hints and instructions for use given therein have been compiled to the best of our knowledge on the basis of our
tests and experience. Best results will be obtained if our products are used in aproper and expert way. Any protected rights and existing laws and regulations must be complied with the recipient. In all

other respects our general terms and conditions shall apply.
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