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* Good adhesion
* Easy processing
* Resistant to ageing

bupand

* Corrosion resistant

The Kebu tape is suitable for protecting Kebu tape is a cold-applied corrosion protection tape based on technical
buried and above-ground metallic Vaseline with mineral fillers and a synthetic carrier. It is permanently plastic
components, earth electrodes for and easy to apply by hand. Kebu tape is suitable for continuous operating and
lightning conductors and wooden poles. ambient temperatures up to 30 °C.

It is only suitable to a limited extent for A spiral-shaped overlap must be ensured during winding. After wrapping, the
use on underground pipelines, as it does outside of the tape must be pressed on with the palm of the hand and smoothed.
not meet the requirements of DIN EN  All overlaps and ends must be tightly closed. An outer layer of Kebulen PE film
12068 and DIN 30672. is recommended for mechanical protection. This is available in any size, e.g.

0.25, 0.4 or 0.5.

Forms of Delivery

Length of roil [m] Width of roil [mml] Roils per box [-]
100 20
Kebu-Tape 10
150 12
200 8
Other dimensions on demand.
Properties
Property Unit Typical values
Total thickness mm =12
Weight per unit area kg/m’ 1,1
Tensile strength - longitudinal N 2160
Tensile strength - transverse N 210
Elongation at break - longitudinal % =10
Elongation at break - transverse % 2 45
Conus penetration 1/10 mm 50 - 65
. . . Very good
Resistance to salts, acids, alkalis -

The information given in this publication is based on our knowledge and experience. The hints and instructions for use given therein have been compiled to the best of our knowledge on the basis of our
tests and experience. Best results will be obtained if our products are used in a proper a nd expert way. Any protected rights and existi ng laws and regulations must be complied with the recipient. In all
other respects our general terms and conditions shall apply -- Rev.: 03_10.2025 --

Kebulin-Gesellschaft Kettler GmbH & Co. KG S >
Ostring 9 | D-45701 Herten-Westerholt e u
Tel. +49 209 9615-0 | Fax +49 209 9615-0 | info@kebu.de | www.kebu.de


https://www.deepl.com/?utm_campaign=product&utm_source=web_translator&utm_medium=web&utm_content=copy_free_translation

