» Meets standard classification C 30

o Meets the requirements of DIN EN 12068
» Adhesion by butyl rubber

» High tear resistance

» Outstanding corrosion protection

o Continuous operating temperature up to
30°C

The Kebulen shrinkable fitting B is a shrink
molded partaccording to EN 12068. |t offers
reliable corrosion protection due to its
excellent mechanical strength and low
permeability to moisture and oxygen. The
Kebulen shrinkable fitting B meets the
standard classifications C 30.

CONSTRUCTION

Kebulen shrinkable fitting B

PRODUCT DATA SHETT

The Kebulen shrinkable fitting B is a corrosion shrink mold that can be
processed hot. It is used to protect weld-on joints (drilling sleeves) in gas
distribution networks against corrosion.

The Kebulen shrinkable fitting B provides reliable corrosion protection due to its
high mechanical strength and low water vapor and oxygen permeability.

The carrier of the Kebulen shrinkable fitting B is characterized by high tear
resistance and robustness against overheating when used with an open flame.

The Kebulen shrinkable fitting B is coated on the inside with a special hot melt adhesive.
The scope of delivery includes a Kebulen shrinkable fitting B incl. cap (2pcs.), Kebutyl Putty Tape, a two-part cover.

APPLICATION

Kebulen shrinkable fitting B is used to encase weld-on joints (tap-on sleeves] in gas distribution networks against corrosion.
The minimum preheating temperature is 50°C. Before installation, the pipe surface should have a purity level of ST 3.

FORMS OF DELIVERY

Product

Kebulen shrinkable fitting B

Type designation Dimensions
Height: 32 - 38 mm
Drilling socket DN40=1%"
DN 50 = 2“
Saddle 160 x 120mm

Delivery condition: > 100 mm
Shrunk max. 46mm
Length of the saddle outlet Delivery condition: 50mm
Delivery condition:> 100 mm
Shrunk max. 50mm
Total length of the cap with hood Delivery condition: 75 mm
Length of the hood Delivery condition: > 35 mm

Inner diameter of the saddle outlet

Inner diameter of the cap

Other dimensions on request

Preserving values.
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Kebulen shrinkable fitting B

PRODUCT DATA SHETT

PROPERTIES
| Property Typical value Standard
Total thickness mm =25 DIN EN 12068 / ASTM D 1000
Tear elongation % > 600 DIN EN 12068
N/mm : 11 DIN EN 12068
Tensile resistance MPa z 11 DIN EN 12068
MPa > 12 ASTM D 1000
Hardness Shore D > 40 DIN 53505/ 1S0 868
) 20 min at160 °C
0,
Shrinkage rate % 25 Free shrinkage
Impact resistance J > 15 DIN EN 12068
P J/mm > 6 IS0 21809-3
Indentation resistance 2 23 °C 50 °C DIN EN 12068
Pressure N/mm > 10 > 10 IS0 21809-3
Residual layer thickness mm >1,0 >0,8
Spec. electrical coating resistance am’ 10" DIN EN 12068
Tensile shear resistance 23 °C
- on pipe surface @ 10 mm/min N/mm? 1 DIN EN 12068 /IS0 21809-3
Peel resistance 23 °C
- on pipe surface @ 10 mm/min N/mm 2,5 DIN EN 12068 /IS0 21809-3
- on factory coating @ 10 mm/min N/mm 3,5 DIN EN 12068 /150 21809-3

Standard classification:
DIN EN 12 068-C 30

Attention: Ourcorrosion protection systems are not suitable for sealing leaks intransport pipes, but only for prevention
and protection against corrosion.

The information given in this publication is based on our knowledge and experience. The hints and instructions for use given therein have been compiled to the best of our knowledge on the
basis of our tests and experience. Best results will be obtained if our products are used in a proper and expert way. Any protected rights and existing laws and regulations must be complied
with the recipient. In all other respects our general terms and conditions shall apply.
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