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FORMS OF DELIVERY  

Other filling capacities on demand  
 

Container capacity [l]  

Kebu tyl Primer K III  

1 

5 

10 

   

PROPERTIES    

Property  Unit  Typical values  

Drying time  min  5 -  15 

Consumption  l/m 2 ≈ 0,20 

Density  g/cm 3 ≥ 0,78 

Solid content  %  ≥ 28 

Flashpoint  °C  -  13,5 

Kebu tyl Primer K III  

PRODUCT DATA SHEE T  
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Kebu Polycor Tape GW/KF 

DATA SHEET  

 

 

 

• Coupling agent based on butyl rubber  

• Consumption 0,2 l/m 2 

 

Kebu tyl Pr imer K III is a solvent -

containing coupling agent based on 

butyl rubber  and unsaponifiable 

resins.  

In combination with  Kebu len Tapes 

and foils it p rovides an excellent 

peel resistance to the pipeline 

surface.  

 

 

 

 

 

 

 

 

Used with Kebu tyl - Systems and  Kebu len Tapes.  The primer completely wets 

rough surfaces and binds dust particles.  Kebu tyl  Primer K III is suitable for 

steel and other metal substrates as well as for factory coatings made of 

polyethylene, polypropylene, FBE, epoxy resin and polyurethane coatings.  

Kebu tyl  Primer K III is suitable for coating pipes, fittings and  welded joints in 

accordance with DIN EN 12068, DIN 30672 and ISO 21809 - 3. 

 
 
 

 

The information given in this publication is based on our knowledge and experience. The hints and instructions for use given therein have been compiled to the best of our knowledge on the basis 

of our tests and experience. Best results will be obtained if our products are used in a proper and expert way. Any protected rights and existing laws and regulations must be complied wit h the 

recipient. In all other respects our general terms and conditions shall apply.  
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APPLICATION  

The area to be coated must be dry and free of dust and grease. If moisture is present, we recommend to dry or p reheat 

the area  to be coated  up to 30 - 40 °C . Apply Kebu tyl Primer K III all over the cutback area using a paint brush or a paint 

roller. Drying time on substrate takes at least 5 minutes and must not be reduced using external heat sources. Primer 

surface should be touch dry before application or corrosion tape systems. Observe the application guide of the further 

corrosion protection. Please follow the working instructions for the further procedure of the installation of the corrosion 

protection material.  
 

 


