Kebulen PE 0.40
PRODUCT DATA SHEET

e High-strength but still flexible

e Impermeable to oxygen and moisture
¢ Resistant to soil stress

e Superior in-ground performance

e Mechanical outer layer for corrosion
protection layer

Kebulen-Foil PE 0.40 is a tape Due to its very good processability and robustness, Kebulen-Foil PE 0.40 can

consisting of a high-strength but still be used as a mechanical protection layer for petrolatum tapes, butyl rubber
flexible Polyethylene film. This tape is systems and for viscoelastic systems. As mechanical protection for the listed
used for various corrosion protection corrosion protection systems, the Kebulen-Foil PE 0.40 has to be applied with
systems as a mechanical protective an overlap of at least 50%, so that two layers are created.
layer.
STRUCTURE
Inner Layer Outer Layer
(Corrosion Protection layer): Kebulen-Foil PE 0.40 Hj PE-carrier film
petrolatum tape or butyl rubber o 2 layers Kebulen-Foil PE 0.40 Adhesive layer
system or viscoelastic tape (1 wrap with min 50 % overlap)
PROPERTIES
Property Typical value Standard
Backing: colour, thickness -, mm black, yellow = 0,31 -
Coating thickness -, -, mm adhesive = 0,1 -
Total thickness mm =04 -
Elongation at break % > 530 DIN EN 12068
% > 600 ASTM D 1000

Tensile strength N/mm > 6,5 DIN EN 12068 / ASTM D 1000
Water absorption % < 0,05 DIN EN IS0 62 / ASTM D 570
Peel strength at 23 °C

tape / tape @ 100 mm/min N/m 0,2 DIN EN 12068, IS0 21809-3

tape / tape @ 300 mm/min 0,3 ASTM D 1000

The information given in this publication is based on our knowledge and experience. The hints and instructions for use given therein have been compiled to the best of our knowledge on the basis
of our tests and experience. Best results will be obtained if our products are used in a proper and expert way. Any protected rights and existing laws and regulations must be complied with the

recipient. In all other respects our general terms and conditions shall apply.
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	Datasheet Kebulen Foil PE 0,40 ohne Kopf



