Corabit seam adhesive K

Product Datasheet

e Cold applicable

e No primer necessary

e High moisture stability

e Bridges tensile forces

e Can be applied by machine or manually

..
Corabit seam adhesive K is a cold- The seams of the asphalt layers must be dry, clean and frost-free. Loose
applied, bitumen-containing, polymer- components must be removed.
modified compound for the permanent Corabit seam adhesive K is applied in a layer thickness of 2-3 mm.

bonding of seams and connections when  The flash-off time of the Corabit seam adhesive K depends on the weather
laying asphalt mixes and mastic asphalt. and temperature conditions. Asphalt can be laid after approx. 40 minutes but
should preferably be laid on the same day. Contamination of the Corabit
seam adhesive K during the time up to asphalt paving must be avoided.
The surface covered with Corabit seam adhesive K must not be driven over

Consumption by traffic.

Consumption depends on the structure of the asphalt pavement and the edge height.
It is approx. 80 g/m for a flank height of 40 mm.

Forms of delivery

Container weight Container type Container / pallet
[kgl [-] [pcs.]
Corabit seam adhesive K 25 Hobbock 18
Storage

Store in a cool and dry place. The rolls must be stored upright and away from direct UV radiation.

Technical data

Property Typical value Control method
Consistency - Pasty -
Colour - Black -
Density glcm’ =1 -
Percentage of p.erceptlble M.-% <15 DIN EN IS0 3251
properties
Softening point °C =50 DIN EN 1427
Breaking point °C <-10 DIN EN 12593

The information given in this publication is based on our knowledge and experience. The hints and instructions for use have been compiled to the best of our knowledge based on our tests and
experience. Best results will be obtained if our products are used proper and expert way. Any protected rights and existing laws and regulations must be complied with the recipient. In all other
respects our general terms and conditions shall apply.
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