Application manual

Corabit KK Crack Tape

1.Preparation/ Cleaning: 2.Pre-treatment: 3.Processing:

Do not apply Corabit KK Crack Tape to oily, wet or dirty surfaces. Apply Corabit VG primer by painting or spraying and allow to air off for 1. Cut Corabit KK Rissband to the desired length.

1. Concrete, curb or asphalt surfaces: at least 3-5 minutes, depending on the weather. 2. Remove the separating layer.

Clean with a wire brush or stiff broom to remove dirt and dust. Don’t use a flame to speed up the process! 3. Fix Corabit KK crack tape to the crack area with light pressure, then
Drying of the asphalt surface is carried out with a propane gas burner.  Corabit KKRissband has been tested in accordance withZTV Fug-StB 15 compact it with a roller or hand tamper.

2. Metal surfaces such as road castings: and meets the requirements of TL Fug-StB 15 with primer. 4. To avoid sticking to the roller, the Corabit KK tear tape should be
Wire brush to remove loose rust, dirt, etc. sprinkled accordingly beforehand.

5. At low temperatures, the adhesive strength of the tape can be increa-
sed by slightly heating the asphalt with a propane flame.

Safety regulations:

Corabit KK Crack Tape contains petroleum products that can affect the skin. Users are advised to:

1. Ensure adequate ventilation during use.

2. Wear protective gloves, glasses, and protective clothing to protect yourself from burns.

3. Apply a suitable protective cream before work. In case of contact with hot mass, immerse in cold water.
4. Wash thoroughly after use or before work breaks to remove the compound from the skin.

5. Change clothes in case of contamination.
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